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Tested and Approved with the following products: 
Operating Systems: 

  SUSE® Linux 8.1


Product Description 
Evo D310T 

Test Configuration 

Product/Model:
Evo D310T 

CD/DVD:
HLDS  GCR-8480B , ATAPI

CPU:
Intel®  Pentium® 4 2.0 GHz

Hard Disk Drive:
Maxtor  2F040L0 , UltraATA-100

Host Bus Adapter:
Intel®  Integrated 82801DB (ICH4) , UltraATA-100

Video Adapter:
Intel®  Integrated i845

BIOS:
686O2 Ver.3.13 12/16/2002 

Computer Type:
Tower

Floppy Type:
1.44

Mother Board Revision:
MSI MS-6541 Ver. 2.1 

RAM:
256 MB

Test Kit:
SUSE Certification Suite


Adapters and Drivers 

Adapter
Intel®  Integrated FW82801BA 
Client OS assigned NDIS driver

Config Notes 

8.1: Kernelparameter "acpi=oldboot" has to be used. 3D Acceleration must not be enabled on this host. manually add the line: "Option SWCursor" in the "Device-Section" of /etc/X11/XF86Config 

The term Tested and Approved applies only to the exact configuration documented in this bulletin. Components including LAN adapters, host bus adapters and other individually Tested and Approved components may be exchanged for other Tested and Approved components. For more information on swapping Tested and Approved components, please access the following web page:

http://developer.novell.com/devres/system/policy/exchange.htm 

For more information regarding the specific test configuration, please contact:

Hewlett Packard Company 
Website: www.hp.com 


